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Stile

Raffinato decorativo per interni ed esterni, dall’effetto
Travertino Romano. Composto da polveri di marmo,
acqua e leganti ecologici, altamente traspirante. Ideale
per finiture dal sapore vagamente rustico e dal fascino
antico. L'impasto corposo e omogeneo permette, una
volta applicato e lavorato, di riprodurre la superficie della
pietra naturale conferendo al supporto un caratteristico
effetto materico di tipo rustico, con le venature tipiche del
travertino. Ecologico, a basso impatto ambientale, molto
permeabile al vapore, amico delluomo e delllambiente.
La sua speciale composizione infine, impedisce lo
sviluppo di muffe e colonie batteriche, contribuendo alla
salubrita dell’ambiente. Per chi ama il design semplice
ed essenziale. Garantisce eleganza, fascino, unicita di
stile e salubrita ambientale.

Applicazione

Fondo: Preparare il supporto, applicando con rullo o
pennello, una mano di BASE R. Lasciare asciugare per
almeno 8 ore.

Finitura: Con lo speciale frattazzo in plastica ltalya,

applicare uno strato continuo e uniforme della finitura
FINISH 5, evitando di lasciare crespature e rilievi.
Picchettare in modo irregolare la superficie con lo speci-
fico tampone Effetto Frame lItalya al fine di ottenere delle
venature irregolari. Prima che il prodotto asciughi lisciare
accuratamente con lo speciale frattazzo in plastica
ltalya. Lasciare asciugare per almeno 12 ore. Per
riprodurre le fughe, incidere la superficie aiutandosi con
riga e cacciavite, tracciando le linee per ottenere i riqua-
dri nelle dimensioni desiderate.
Mettere in tinta con sistema tintometrico ltalyaMix la
finitura FINISH 3 e diluirla opportunamente. Applicare
con specifica spugna o guanto avendo cura di riempire
le cavita.

Style

Refined and ecological decorative for interiors and
exteriors, with a particular Roman Travertine effect.
Formulated with natural products, marble dust, water
based and ecological resins. Ideal for finish with old
charm. A smooth and full-bodied plaster, once applied
and worked, allows to obtain the natural stone effect.
Natural, eco-friendly, highly water-vapor permeable, and
environmentally friendly. Its special composition prevents
the growth of mold and bacteria, contributing to the
health of the environment. For those who love a unique
home, able to convey a simple and essential elegance.
Guarantees elegance, charm, unique style and
environmental health.

Application

Base: prepare the surface by applying, with a roller or
brush, of one coat of BASE R. Allow to dry for at least 8
hours.

Finish: With a special stainless steel trowel ltalya,
apply the FINISH 5 evenly and continuously, to avoid
leaving accumulation of paint. Work with the special pad
Frame Effect Italya in order to obtain the irregular veins of
Roman Travertine. Before the product dries smooth
carefully with the special plastic trowel Italya. Allow to dry
for at least 12 hours. To reproduce the joints between the
various blocks, score into the surface with a screwdriver
and a wooden rod.

Colour the FINISH 3 with Tinting System ltalyaMix, with
adeguate dilution. Apply with specific sponge or decora-
tive glove ltalya, taking care to fill the dimpled area.

Applicazione Fondo / Application Base
BASE R
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20-30% 6-8 m2/L 0,75L
25L
. 4L
©
8h

Applicazione Finitura / Application Finish
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1-1.3 2,5Kg
m?/kg 5Kg

[]

30 min

Applicazione Velatura / Application Fog
FINISH 3

100% 10 m?/Kg 1,25Kg
5Kg
20 Kg
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